Existing Structure:
The structure s o three-span continuous, composite plate girder structure with an
8-inch cast-in-place concrete deck and g Z2-inch concrete overlay.

iginal structure was built in 1971 as FAI-290 and is in Section 1984-079-BW.
In 1286, the bridge was widened, patched and overlaid, the approach slabs were patched,
and the expansion joints were reconstructed. In 1998, the deck and the approach slabs
were repaired and the expansion joints were reconstructed.
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312-565-0450 Job No. 10050

DESIGN SPECIFICATIONS

2002 AASHTO Standard Specifications
for Highway Bridges, ITth Edition

DESIGN STRESSES

f'c = 3,500 psi
fy = 60,000 psi

SCOPE OF WORK
1. Bridge Deck Hydro-scarification.
2. Repair bridge deck.
Repair approach sflab.
4. Reconsfruct deck joints at each abutment with preformed joini strip seal.
5. Place new overlay.
6. Replace pin at pin connection,
7. Rspair substructurs.
8. Clean and paint exposed rebar under deck.
9. Repair slope wall.
10. Clean and reseai relief joints at the end of approach pavement connectors.

1l Apply concrete seaier to parapets, approoch slabs, abutment seais and bockwalls.

— Structure Location

GENERAL PLAN AND ELEVATION
I[-290 WB OVER WO0D DALE ROAD
DUPAGE COUNTY
STATION 174+ 36
STRUCTURE NO. 022-0100

TOTAL | SHEET

F.A.L SECTION SHEETS| NO

COUNTY
sHEET No. 1 | RTE
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